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Technical data

NO.OF STEPS/REV 4.096,000

NO. OF REVOLUTIONS 4.096,000

INTERFACE PROFIBUS DP

CODE PROGRAMABLE

SUPPLY VOLTAGE 11-27V

OUTPUT LEVEL RS485

PROTECTION Class IP65

TEMPERATURE RANGE -45+70°C

FLANGE TYPE DAG

SHAFT TYPE 20KEYWAY/40

CONNECTOR TYPE 3XPG9

CONNECTOR TYPE TERMINAL STRIP FOR HEATER

CONNECTOR-POSITION PG RADIAL

PINOUT NO. TR-ECE-TI-GB-0017

MATING PLUG NO

OPTIONS ENC 12MBAUD

OPTIONS ENC 2X PG11 LOSE BEIGELEGT !!!

OPTIONS ENC DAG HOUSING

OPTIONS ENC HEIZUNG 24V/55WATT

OPTIONS ENC PNO-PROFILE CLASS.2

DRAWING NO. 04-CEV65M-M0140

VERSIONNO 000

FIRMWARE NO 4376AA
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Connector pin assignment CE-65 Profibus Encoder with PNO-Profile Class 2 
 
General note: 
 

If the encoder is the last station in the profibus line, the DIP switches S3 and S4 for the profibus 
terminator (switching-on of the terminal resistance) must be switched on. Otherwise they must be 
switched off. 
The profibus also works when the encoder is removed. Is the encoder the last station in the 
profibus line, the reference potential of the terminator resistances is missing! 
In order to enable a separate wiring of incoming and outgoing signals the profibus terminals and 
the terminals for the supply voltage have two connection possibilities. 
Bus-cables, recommended by Siemens, should be used. 
With the BCD address switches S1 (101) and S2 (100) the station address for the profibus is 
set from 3 to 99. 

 
 
 
 
Explanation of terms: 
 

CE65: Compact Encoder with ∅ 65 mm  
MINI-COMBICON: Connector Phoenix MINI-COMBICON 8A/125V, grid 3.5 mm 
US: Supply voltage 
US-input: 1-level > +8V, 0-level < +2V, up to ±35V, 5 kOhm 
 

 
 
 
 
 
X1 - MINI-COMBICON 8-pole 
 

Pin 1 US-Power Supply 
Pin 2 0V-Ground 
Pin 3 Profibus DataB 
Pin 4 Profibus DataA 
Pin 5 Profibus DataA 
Pin 6 Profibus DataB 
Pin 7 0V-Ground 
Pin 8 US-Power Supply 

 
 
 
 
X2 - MINI-COMBICON 4-pole 
 

Pin 1 Profibus P5V2 
Pin 2 Profibus M5V2 
Pin 3 US-input for Preset 1 
Pin 4 US-input for Preset 2 
 


